
These two parts are the lower mounting plates.  These can be welded together at a 90 first and mounted to the 
lower two holes with longer bolts and nuts to existing holes on your machine.

There are two each of these parts included.  These parts make your upper mounts.  Weld KRU1 & KRU2 together 
at 90 degrees to each other and use the gusset to strengthen the mount.  Ensure you weld one for the drivers 
side and one for the passenger side.



These two parts are the upper portion of the lower mounting plates.  KR4 gets welded to tube 1 of the rear 
bumper and sets at an angle to rest on the machine rear frame, the holes should line up with the triangular 
cutouts there.  KR3 is a backup plate to make the large triangular holes accept the bolt.  Nuts can be welded to 
this plate.  NOTE – if you chose the hitch option KR4 may need some trimming to clear those mounting brackets.  
We may not always offer KR3 and instead use large washers.  Also this mount option may no longer be included 
all together as it isn’t necessary but we like it for now with the hitch option to add strength but it does drive costs 
up.



Rear	View	

Part numbers for tubing is shown above.  Part numbers are driver side parts and passenger side parts are 
followed with an M for mirrored.  
It’s pretty self explanatory just take your time and make sure it’s level and square with no gaps prior to final 
welding.  
Part 6 welds to KRU2 part of the upper mount, the exhaust can get in the way of bolt for this mount so it may 
need to be removed or loosened.  Caps are provided for the tubing ends. 
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Side	View	
Here is a side view to show the angles of the tubing but we like to keep 
ours tight to the body to compliment the machines lines.


